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Noise Eliminating In-Line Module

NEIM1031



Robust speaker with
adjustable mounting
    bracket

1031-Stand:
Acrylic stand holds

the NEIM1031
securely.

The NEIM1031 can be
used in portrait or

     landscape orientations.
          (Landscape requires the optional

horizontal label conversion
kit 1031-108D

1042 Switch box:
Allows up to 6 pieces
of equipment to be
connected to the NEIM1031.
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It can be very difficult to understand what is being said when
listening to noisy voice communication channels or recordings.
The NEIM1031 will dramatically reduce this inherent problem
by removing the unwanted background noise and interference
to leave clear speech.

The NEIM1031 can be connected in line between the radio communications equipment or audio equipment  and an
extension speaker or recording equipment.  The unit has connections for audio input/output, line level input/output, and a
mono headphone socket. There are controls for input level (with overload LED), output volume and line level output, and the
noise cancellation can be switched on or off. When the power is switched off or there is a power failure, the unit goes into
audio bypass mode and the signal will pass through unaltered.

The unit comes boxed with a fused DC power lead, and a 3.5mm mono plug lead.  Optional extras are available, see below
for details.

      Typical Applications:

Emergency services communications
Military and covert communications
Audio restoration
Transport communications
Hands free kits
PMR radio
Amateur radio
HF,VHF,UHF communications
Marine communications
Surveillance, CCTV and security
Intercoms

Features:
Fully adaptive DSP noise cancelling 9 - 35dB (up to 98%)
8 noise filter levels
Audio input power 5W rms max
Audio output power 2.5W rms max
Line level sensitivity 300Mv – 2V rms
Line level impedance 10K
Audio bandwidth 50Hz – 4.6KHz
Headphone socket
Input level control with LED
Output volume control
Power on/off with audio bypass
12 – 24Vdc operation (500mA)
Size 170 x 85 x 34 mm
Weight 265g

bhi Noise Cancellation Products greatly improve
The clarity and quality of speech in radio and voice communications

bhi Ltd,
P.O. Box 318, Burgess Hill,
RH15 9RR, England

The bhi NEIM1031 DSP Noise Eliminating In-line Module is a stylish, versatile desktop noise cancellation unit for improving
speech quality in all types of voice and radio communications.

The bhi DSP (Digital Signal Processing) noise cancellation
technology incorporated in the NEIM1031,  works out whether
there is any noise present within  the speech signal.  Up to
98% (9 – 35dB) of the noise can be removed, depending on
the DSP filter setting, leaving the resultant speech signal clear
and intelligible.  The noise cancelling system is fully adaptive
and adjusts itself continuously to changing environmental
conditions.

Tel: +44 (0)845 217 9926
Fax: +44 (0)845 217 9936
Skype: bhi-sales

www.bhi-ltd.co.uk
sales@bhi-ltd.co.uk

LSPKR:      20 Watt extension speaker.
1030-UKPA:
12V DC power
supply.

Basic Installation

Loudspeaker

Amplifer

NEIM1031

Audio Source
Recorder


